
NADEL GUT - ALLES GUT
•	 passende Nadel-Garn-Stoff-Kombination nutzen
•	 Fadenspannung optimal einstellen
•	 Nähmaschinennadel nach 8-10 Nähstunden tauschen
•	 ausschließlich Markennadeln verwenden
•	 Ober- und Unterfaden in möglichst gleicher Stärke
•	 Polyester-Faden für Mischmaterialien & Baumwollfäden für natürliche Gewebe

Nadelstärke 70-75 feine Stoffe dünner Baumwoll-, Nylon- 
oder Polyesterfaden

Nadelstärke 80-90 mittelschwere 
Stoffe

Faden mittlerer Stärke (70)

Nadelstärke 100 schwere Stoffe Faden mittlerer Stärke (70)

Nadelstärke 110 sehr schwere 
Stoffe

robuster Faden
bis Stärke 30
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A GOOD NEEDLE MAKES EVERYTHING RIGHT
•	 Use a suitable needle-yarn-fabric combination
•	 Set thread tension optimally
•	 Replace sewing machine needle after 8-10 hours of sewing
•	 Only use branded needles
•	 Ensure the upper and lower thread are of similar thickness
•	 Use polyester thread for mixed materials and cotton threads for natural fabrics

needle size 70-75 fine fabrics thin cotton, nylon or 
polyester thread

needle size 80-90 medium-weight 
fabrics

Medium thread (70)

needle size 100 heavy fabrics Medium thread (70)

needle size 110 very heavy 
fabrics

robust thread
up to strength 30
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